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CE Declaration of Conformity 
 

This is to declare that the following products including the required accessories have been 

manufactured according to: 

 

EU low-voltage directive 2006/95/EC  

 

and  

 

EU EMC directive 2004/108/EC. 

 

 

Product: Single-phase grid-tied photovoltaic inverter 

Manufacturer:  SolarEdge Technologies Ltd. 

1 HaMada St 

Hertzlia, 4672505 

Israel 

Type: SE2200,  

SE3000,  

SE3500,  

SE4000,  

SE5000,  

SE6000 

 

 

The following standards had been applied according to the low-voltage directive 2006/95/EC: 

EN 62109-1:2010 Safety of power converters for use in photovoltaic power systems - Part 1: 

General requirements 

EN 62109-2:2011 Safety of power converters for use in photovoltaic power systems - Part 2: 

Particular requirements for inverters 

 

The following standards had been applied according to the EMC directive 2004/108/EC: 

EN 61000-6-2:2005 Generic standards - Immunity for industrial environments 

EN 61000-6-3:2007 Generic standards - Emission standard for residential, commercial and 

light industrial environments 

EN 61000-3-12:2005 Limits - Limits for harmonic currents produced by equipment connected 

to public low-voltage systems with input current > 16 A and <= 75 A per 

phase 
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EN 61000-3-11:2000 Limits - Limitation of voltage changes, voltage fluctuations and flicker in 

public low-voltage supply systems - Equipment with rated current <= 75 

A and subject to conditional connection 

 

 

 

 

Herzeliya, 

Israel    16/4/2015        

(Place)    (Date)   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


